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Aluminum Material Specifications
Dexmet Product Code 2AL8-075F 4AL8-080 4AL8-080F 5AL10-080

Weight - LBS/SF (±10%)
 -GMS/SM (±10%)

0.013
66.00

0.016
78.12

0.016
78.12

0.028
136.7

Original Metal Thickness
(±10%)

0.002 inch
0.051 mm

0.004 inch
0.102 mm

0.004 inch
0.102 mm

0.005 inch
0.127 mm

LWD (±5%) 0.075 inch
1.905 mm

0.080 inch
2.032 mm

0.080 inch
2.032 mm

0.080 inch
2.032 mm

Overall Thickness
(±.001 inch / ±.025 mm)

0.002 inch
0.051 mm

0.006 inch
0.152 mm

0.004 inch
0.102 mm

0.006 inch
0.152 mm

Open Area (±5%) 52% 71% 71% 60%

Flattened Leveled Flattened Leveled

Copper Material Specifications
Dexmet Product Code 2CU4-100A 2CU6-100A 3CU7-125A 3CU7-100A

Weight - LBS/SF (±10%)
 -GMS/SM (±10%)

0.015
73.3

0.022
107.4

0.029
141.6

0.040
195.3

Original Metal Thickness
(±10%)

0.002 inch
0.051 mm

0.002 inch
0.051 mm

0.003 inch
0.076 mm

0.003 inch
0.076 mm

LWD (±5%) 0.100 inch
2.54 mm

0.100 inch
2.54 mm

0.125 inch
3.175 mm

0.100 inch
2.54 mm

Overall Thickness
(±.001 inch / ±.025 mm)

0.004 inch
0.102 mm

0.005 inch
0.127 mm

0.005 inch
0.127 mm

0.005 inch
0.127 mm

Open Area (±5%) 84% 76% 79% 70%

Annealed Annealed Annealed Annealed

Flattened Copper Material Specifications
Dexmet Product Code 2CU4-100FA 2CU6-100FA 3CU7-125FA 3CU7-100FA 1.6EDCU12-100FA

Weight - LBS/SF (±10%)
 -GMS/SM (±10%)

0.015
73.3

0.022
107.4

0.029
141.6

0.040
195.3

0.036
175.0

Original Metal Thickness
(±10%)

0.002 inch
0.051 mm

0.002 inch
0.051 mm

0.003 inch
0.076 mm

0.003 inch
0.076 mm

0.002 inch
0.041 mm

LWD (±5%) 0.100 inch
2.54 mm

0.100 inch
2.54 mm

0.125 inch
3.175 mm

0.100 inch
2.54 mm

0.100 inch
2.54 mm

Overall Thickness
(±.001 inch / ±.025 mm)

0.002 inch
0.051 mm

0.002 inch
0.051 mm

0.003 inch
0.076 mm

0.003 inch
0.076 mm

0.002 inch
0.045 mm

Open Area (±5%) 84% 76% 79% 70% 52%

Flattened/
Annealed

Flattened/
Annealed

Flattened/
Annealed

Flattened/
Annealed

Flattened/
Annealed


